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AUDEO108

CABINET LOUDSPEAKERS

PRODUCT OVERVIEW

GIUGIARO

b E S I G N

AUDEO108 is a 2-way, 100 WRMS loudspeaker cabinet. It features a 8” woofer and 1" tweeter.
AUDEO series has a balanced, innovative design, resulting from the collaboration between Ecler and the prestigious group

Giugiaro Design. It satisfies today's demands with respect to aesthetics, design and integration into all types of architectural

environments which, together with its excellent sound quality, make this series the ideal solution for use in numerous sound

projects.

KEY FEATURES

 Full range, 2-way loudspeaker, 100 WRMS

* 8" woofer / 1" tweeter

* Made of reinforced ABS

e Available in black or white

¢ 8 ohms and 70/100 V line operating switch

» Accessories for wall-mounting included

* [P54 class outdoor rating

e Protective front grill with anti-rust treatment

« EASE Win file available \\%»

APPLICATIONS

 Corporate and residential buildings

e Commercial premises

e Leisure centres

e Sound reinforcement in clubs, bars, etc.
» Health and sports centres

* Meeting and conference rooms

e Auditoriums, museums

1/2




ECLER TECHNICAL DATA SHEET

MECHANICAL DIAGRAMS

POLAR DIAGRAMS
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HORIZONTAL VERTICAL

TECHNICAL DATA

Ways 2
Nominal low impedance 8(Q)
Max RMS power 100 W
Program power 200W
Nominal high impedance 100 V LINE
Power selector 7.5/15/30/60W
Efficiency SPL1W 1m 94.5 dB
Frequency response at -10dB @ 8Q 65 Hz + 22 kHz
Dimensions WxHxD (without accessories) 300x310x223mm
Weight 3.75 kg

All product characteristics are subject to variation due to production tolerances. NEEC AUDIO BARCELONA S.L. reserves the right to make changes or
improvements in the design or manufacturing that may affect these product specifications.
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