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eRK108

SPECIALIZED LOUDSPEAKERS

Outdoor Ground Loudspeaker

PRODUCT OVERVIEW

ECLER eRK108 is an outdoor and cost-effective ground loudspeaker, ready to be installed in gardens, theme parks, leisure
facilities, etc. It features an 8" woofer, 0,5" tweeter and 70/100V transformer.

KEY FEATURES APPLICATIONS
» [P65 outdoor rated loudspeaker * Theme parks
*«70/100V (15W) * Gardens, nature parks and urban spaces
¢ 8” woofer + 0,5” tweeter e Leisure centers
e Stripped wire connection: Brown—->100V ¢ Health and sport centers
Blue->70V e Museums
Yellow=> Ground » Residential buildings, outdoor areas
* EASE Win file available D\S[

TECHNICAL DATA

Transformer 15 W (100V/70V)
Frequency response (-6 dB)  35Hz — 20kHz
Sensitivity 1W/1m 89 dB
Woofer diameter 8"
Material  Polyresin
Dimensions (WxHxD)  325x290x270
Weight 5kg
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POLAR DIAGRAMS

HORIZONTAL

Curve Freq BW Q DI
125.00 360 1.0 0.0
250.00 360 1.0 0.0
500.00 193 1.9 27
1.00K 131 28 4.4
2.00K 69 5.2 7.2
4.00K 36 9.9 10.0
8.00K 109 33 5.2
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Freq BW Q DI
125.00 360 1.0 0.0
250.00 360 1.0 0.0
500.00 185 1.9 29

1.00K 124 29 4.6
2.00K 73 5.0 6.9
4.00K 40 9.0 9.5
8.00K 69 5.2 7.2
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All product characteristics are subject to variation due to production tolerances. NEEC AUDIO BARCELONA S.L. reserves the right to make changes or
improvements in the design or manufacturing that may affect these product specifications.
Motors, 166-168 08038 Barcelona - Spain - (+34) 932238403 information@ecler.es www.ecler.com




